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Product Datatsheet

Byonoy Absorbance 96
Temperature for 
Storage/Mesurement 

-5° C to 45° C

Relative Tolerated 
Humidity (Storage/
Measurement

0 - 70%

Elevation Maximum 5100 m

Measurement Method Absorbance

Measurement Technique Endpoint, Kinetic

Light Source 4 LEDs

Filters 4

Wavelength 
Combinations

405, 450, 492, 620 nm (FWHM 10 nm)
405, 450, 540, 630 nm (FWHM 10 nm)
450, 492, 605, 650 nm (FWHM 10 nm)

Detection 96 Photodiodes

Measurement Range 0 - 4.0 OD

Resolution 0.001 OD

Accuracy 0,000 - 2,000 OD ≤ (1% + 0.010 OD)
2,000 - 3,000 OD ≤ (1.5% + 0.010 OD)

Reproducibility 0,000 - 2,000 OD ≤ (0.5% + 0.005 OD)
2,000 - 3,000 OD ≤ (1% + 0.010 OD)

Linearity 0,000 - 2,000 OD ≤ 1%
2,000 - 3,000 OD ≤ 1.5%

Connection to Computer 7" 1280 x 800 HD tablet

Dimensions Circa. 55 x 96 x 154 mm

Power Supply 5 VDC

Nominal Value/ 
Characterisitic 
of the Fuse

1A/very fast acting

Power Input 2.5 W

Weight < 1 kg

Specifications are subject to change without notice. 
For the most up-to-date specifications, please visit www.byonoy.com
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